
Universal, satin PE coated photo paper for poster and photo applications. The coating is optimised for use with aqueous ink systems 
and enables quick drying. Prints impress with high colour brilliance and a broad colour gamut. 

Ideal for posters, indoor displays, presentations and photo enlargements.

Ordering Information Vendor Code
CMY-12031692
CMY-12031693
CMY-12031694
CMY-12032188

Roll Size
  914mm x 60m - 190gsm
1067mm x 60m - 190gsm
1270mm x 60m - 190gsm
1524mm x 60m - 190gsm

W/B Production Satin Photo Paper 190gsm

Core
2” ø
2” ø 
2” ø 
2” ø 

Finish

Weight

Thickness

Whiteness

Shade

Storage Humidity

Storage Temp

Dry Time

Shelf life

Lamination 

Satin

190 g/m2 (± 7gsm) ISO 536

185µ (± 7µ) ISO 534

92

L: 94.0  a: 2.0  b: -7.0

30 - 65% RH

10 - 30°C

Instant Dry

2 years - unopened, in original packaging

Can be laminated with commercially available thermal and pressure sensitive �lms

Product Speci�cations

AQ

• To maintain quality, the paper should be stored and converted under the following conditions of 

30-65% relative humidity and at temperatures of 10-30 °C. Lamination (hot/cold) is recommended 

to secure long-lasting unchanged image quality. Over time un-protected dye colours will deterio-

rate through atmospheric processes (does not apply to pigment colours).

General Tips


