
General
UPRINT PP Self Adhesive Permanent is a plasticiser free white 100 micron satin matt top coated polypropylene film with 
a grey permanent adhesive suitable for indoor and outdoor graphic applications & general signage.

Product is suitable for
- POS Signage / General Signage
- Floor Graphics
- Flat surfaces
- Printable with HP Latex and UV 

inkjet
- Suitable for over-lamination if 

required

Product Features and Performance Data

Product Benefits are

• UPRINT PP Self Adhesive 
has a Grey Permanent 
adhesive with good 
adhesion on a wide 
variety of substrates

• 2 year outdoor life 
depending on substrate

• Excellent dimensional 
stability

• Plasticiser Free

Standard Sizes
Width: 1370mm 
Length: 50m

This information is given as a guideline and due to the wide variation in surface to which this product may be applied the end user MUST carry out suitable 
testing to satisfy themselves as to satisfactory performance. Due to the wide variation in potential surfaces CMYUK cannot accept any responsibility for 

the adhesive performance in the event of adhesion failure. It is the user responsibility to determine by prior testing the products suitability for the intended 
surface.

Face Material Satin matt white polypropylene film 100 µm ± 10

Adhesive Grey Perm Acrylic 30 µm ± 2

Liner PE clay coated Kraft 150µm ± 10

Application temperature 10C to 40C

Digital Print Technology & Materials

UPRINT PP Self Adhesive Permanent

Product Information

Advisory: Mounting PP materials to PVC substrates can cause the adhesive to transfer residue - CMYUK advise to test compatibility prior to installation.


