
SOLVENT LATEX UV

Ideal for both indoor and outdoor retail, POP, temporary displays, event signage and outdoor advertising.

UPRINT Mono100 gloss white P clear adh

Finish

Thickness

Adhesive

Adhesive Strength

Tear Resistance (MD)

Stretch at break (MD)

Durability

Dimensional Stability

Application Temp

Storage Humidity

Storage Temp

Flame Resistance

Liner

Liner Weight

Liner Thickness

Shelf Life

Lamination

Gloss

95µ (± 5µ) ISO 534 

Permanent, Clear

14N /25 mm (± 6) FINAT 1

>26Mpa DIN EN ISO 527

>160% DIN EN ISO 527

3 years (with recommended storage, handling and conditions - unprinted)

Cross Direction (CD) 0 / Machine Direction (MD) 0.2mm (Max.) FINAT 14

-30 > +80°C (Recommended min. +10°C)

20 - 25°C

40 - 60% RH

B1 DIN 4102-1

Single sided siliconised liner

135g/m2 (± 10gsm) ISO 536  

144µ (± 10µ) EN ISO 20 534

2 years - unopened, in original packaging

REACH compliant, toys norm EN 71-3

Published information concerning our products is based upon practical knowledge and experience. Purchasers should independently determine, prior to 
use, the suitability of each material for their specific purpose. The purchaser must assume all risks for any use, operation and application of the material. 
We are liable for damage only upon the amount of the purchase price under exclusion of indirect and accidental damage. All information given serves only 
to describe the product and is not to be regarded as assured properties in the legal sense. Specifications subject to change without notice, errors and 
omissions excepted.
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