
XPPC75XGWSGP100-24-50-3

UPrint Semi Gloss Gift Wrap Paper

Finish

Weight

Thickness

Opacity

Whiteness

Shade

Storage Humidity

Storage Temp

Dry Time

Gloss BYK (60°)

Shelf life

Semi - Gloss

100 g/m2 (± 5gsm) ISO 536

98µ (± 7µ) ISO 534

>86% (± 2%) ISO 2469

>133 (± 5%) ISO 2469

L: 95.2 (± 1)     a: 0.1 (± 0.5)    b: 0.5 (± 1)

50% RH

23°C

Instant dry with heating (at 23°C, 50% RH)

30 (± 5) ISO 2813

2 years - unopened, in original packaging

Ordering Information

(HP Pagewide XL)

Vendor Code
XGWSGP100-24-50-3
XGWSGP100-42-50-3
XGWSGP100-40-150-3

Roll Size
610mm x 50m - 100gsm - 3in
1067mm x 50m - 100gsm - 3in
1016mm x 150m - 100gsm - 3in

Published information concerning our products is based upon practical knowledge and experience. Purchasers should independently determine, prior to 
use, the suitability of each material for their specific purpose. The purchaser must assume all risks for any use, operation and application of the material. 
We are liable for damage only upon the amount of the purchase price under exclusion of indirect and accidental damage. All information given serves only 
to describe the product and is not to be regarded as assured properties in the legal sense. Specifications subject to change without notice, errors and 
omissions excepted.

Core
3” ø
3” ø
3” ø

A Semi-Gloss 100gsm paper that is perfect for creating personalised gift wrap designs. Can be used on all commercial thermal,
piezo water-based printing systems like Epson, Canon, Hewlett-Packard, Kodak, and Memjet etc. 

Ideal for giftwrap, posters, indoor displays, photo prints, POS signage and exhibition graphics.
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