
Application
  ■ Outdoor/Indoor signs ■ Mural ■ Booth display ■ Wall Advertising

  ■ Wallpaper ■ Fine-art ■ Available any kinds of display anywhere

Recommended Printers
 Mimaki Mutoh Roland HP
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Technical data
Base material 100% polyester Woven fabric Compatible Ink Solvent, Latex, UV
Denier 150150 Ink limit 250%
Total weight(g/㎡) 299 (back liner paper 132gsm) Surface finish Matt
Tolerance ±5% Optimum printer temp. 70°F (21 °C)
Thickness(㎛) 330 (back liner paper 143㎛) Adhesive type Solvent based Acrylic
Tolerance ±5% Life span of Adhesive About 6 months
Threads per Inch 38 T PVC Free  O
Color(CIE Mesearment) Water resistant  O
Tensile strength (Kg/㎟) Fire Retardant 

Backing Film(Paper) Paper (Recyclable)

Roll Specification
Width Gross Weight / roll (Kg/roll) Roll length 30 m

36" (914mm) 9.86 Diameter of Core 3 inch
42" (1067mm) 10.85 Thickness of Core 4 mm
50" (1270mm) 13.45 Box size 16cm * 16cm
54" (1370mm) 14.4

60" (1520mm) 15.75

Remark

  1) Compatible with  Solvent, Eco-solvent and Mild solvent
  2) True color reproduction with rapid drying times
  3) No edge-curl when under tension
  4) Moisture resistant for short-term outdoor applications
  5) Wrinkle-free performance, even after long-term storage. 
  6) Durable, universal coating eliminates cracking of the ink layer due to stretching in tensioned or weighted applications. 
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