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General 

Utack Superpower is a 100 micron white matt calendered monomeric 
PVC with a high tack permanent adhesive suitable for wall graphic 
applications  

 

Product is suitable for 

v Medium term indoor / outdoor applications 

v Difficult, flat surfaces 

v Printing with Latex, UV, Solvent and Eco-Solvent Inks 

 

Product Benefits are  

v The High Tack Adhesion makes the Utack Superpower 
suitable for application to most internal or external flat 
surfaces. 

v 3+ year outdoor life depending on substrate 

v Good dimensional stability 

v Suitable for over lamination if required 

 

Super power is fire rated to the Euro Class -  EN 13501 – 1 (Equivalent to B1,M1 
and Class 0). 

 

Standard Width: 1370mm / 1520mm 
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Product Features and Performance Data. 

 

Face Material Matt White Monomeric  PVC 100 µm ± 10 

Adhesive Acrylic water based PSA high 
tack grey opaque adhesive 

 

Liner PE/ Clay Kraft Release 145µm 

Adhesive Data 
Quick Tack on Aluminium 

Peel (20min on Aluminium) 

 
>25 N/25mm 
>25N/25mm 

Test Method 
FTM9 
FTM1 

Dimensional Stability 
Shrinkage 24hrs @70°C 
(applied on glass) 

 
<1.0mm 

Test Method 
FTM14 

Application temperature  100C to 400C 

 

Lamination 

The printed surface can be protected if it is to be subject to excessive, abrasion, 
sweat or other mechanical influences.  In this case the print must be protected using  
Uprotect UV compatible self - adhesive laminating films, or appropriate lamination 
products with exceptional ’wet out’ properties.   Recommended laminates would be 
Matt PVC, Satin PVC and Gloss PVC.   CMYUK denies responsibility for product 
failure if non-Uprotect Laminating Films are used for the application. 

 

Adhesion 

To ensure suitability of the product, please ensure testing has been 
undertaken to ensure compatibility with the chosen surface.  Please ensure 
the chosen surface is free from: Dust, dirt, oil or any other possible factors 
which can affect the adhesion. 

       
This information is given as a guideline and due to the wide variation in surfaces to which this 
product may be applied the end user MUST carry out suitable testing to satisfy themselves as to 
satisfactory performance. 

Due to the wide variation in potential surfaces CMYUK cannot accept any responsibility for the 
adhesive performance in the event of adhesion failure. 
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